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DOD-P 15328 Green 
Pretreatment Wash Primer  

DESCRIPTION 
This two component system is a fast drying, acid catalyzed, adhesion promoting pretreatment type wash 
primer.  It is fast drying, allowing top coating in 10-25 minutes, and will work on both ferrous and non-
ferrous metals as well as some plastics. 
 

                                           ADVANTAGES 
Excellent Adhesion Promotion -  Excellent Recoatibility 

Applies with Conventional as well as HVLP Spray Equipment  
Allows for Quick Recoating with Virtually any Spectrum Coating System 

 

                       PERFORMANCE CHARACTERISTICS 
  GLOSS:      Matte    COLOR: Transparent Green 
 
  SHELF LIFE: 12 Months   COVERAGE: @ 0.3 Mil DFT, No Loss, 850 Sq. Ft. 
 
  MIXING RATIO:  4:1 Part A to Part B  MIXED VISCOSITY: 16-20 Seconds, #2 Zahn 
 
  DRYING TIMES: To Touch: 5-10 Minutes 
   To Recoat: 10-30 Minutes 

                           APPLICATION INFORMATION 
MIXING:  Mix Four (4) Parts of Component A Wash Primer to one (1) Part Component B Wash Primer Catalyst.   
                Additional Thinning may be accomplished with Spectrum Wash Primer Thinner or Isopropanol. 
 
APPLICATION: Application of this Primer may be achieved with any Conventional Air Spray Equipment    
                          and HVLP.  Recommended Atomizing Air Pressure should be between 30-40 PSI for  

conventional spray equipment. 
 
CLEAN-UP:  May be Done with Wash Primer Thinner or Isopropanol.  Use material immediately after 
mixing, do not allow to sit for long unused periods in mixing containers or spray equipment.  Clean mixing 
equipment and containers immediately. 
 
NOTE:  The above information is supplied as a guideline to our customers. The user must be aware of the 
cleaning, pretreatment, primer, application and testing requirements for their specific job. 


