
TT-E-529D 
TYPE I AIR DRY / TYPE II BAKE ENAMELS 

DESCRIPTION 
This one component high grade, alkyd type, semi-gloss enamel is intended for use on primed 
exterior and interior wood or metal substrates, but particularly on smooth exterior metal.  It is 
highly weather resistant and is characterized by good color and gloss retention, good drying, 
freedom from after-tack with good flexibility.   
Type I Air Dry, can be applied with either brush or spray.  Type II, Bake, is intended for only 
spray applications.  All 2 Series (Semi-Gloss), Federal Standard 595b Colors are available with 
a gloss range of 15-25%.  There are two types: Type I– Air Dry or Type II-Bake Enamel. 
 

SUGGESTED APPLICATIONS 
- Machinery - Motors - Trucks - Tractors - Railings - Steel Structures  

- Pumps - Metal Signs - Metal Fences - Metal Drum Exteriors 
 

PERFORMANCE CHARACTERISTICS 
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Adhesion:      Cross-Hatch Tape Pull 
                       Plain Steel:     No Loss 
 
Pencil Hardness:      Class A 3B Minimum  
                                   Class B H Minimum 
             
Flexibility:     Passes 1/8” Mandrel Bend 
             
Dry Times:     Type I  
            To Touch:                  1 - 2 Hours 
            Through Dry:              8 Hours 
            Recoat:                      24 Hours 
            Full Hardness:            48 Hours 
            Full Cure:                   1 Week 
                       Type II            20 mins @ 300°F
                                    
Solids by Volume: 
            27 - 58% Depending on Color 
 
Coverage:      525 sq. ft./gallon at 1 mil DFT, 
                       No Loss 

Chemical Resistance: 
           1 Hour Spot Tests: 
                       Engine Oil:                  No effect 
                       Transmission Oil:        No effect 
                       Hydraulic Oil:              No effect 
            
Primer Absorption/TT-P-1757: 
           18 Hours, Then Apply Topcoat 
 
Water Resistance:    ASTM D1308 
     1 Week: No Softening, Whitening or Dulling 
 
Hydrocarbon Resistance:   ASTM D1308 
     8 Hours: No Softening, Whitening or Dulling 
 
Accelerated Weathering:   ASTM D2244/E97 
     100 Hours: No Cracking, Slight Loss of Gloss 
 
Weathering Resistance:   ASTM D659 
     18 Months: No Checking or Cracking 



 

Application: 
 
Type I: For spraying, mix by volume four (4) Parts TT-E 529D with one (1) Part Mineral 
Spirits (TT-P-291F).  For brushing, reduce with not more than 5% Mineral Spirits.  
Spray to a dry fim thickness between of 1.1 to 1.5 mils. 
 
Type II: Mix by volume four (4) Parts TT-E 529D with one (1) Mil-T-81772B Type III 
Thinner or an alkyd enamel thinner with the following ingredients and percentages: 

VM&P Naptha (8% max aromatic)     65% 
N-Butly alcohol (TT-B-846)                20% 
Toluene (TT-T-548)                           15% 

After spraying, allow sprayed parts to stand for 5-10 minutes before baking.  Allow a 
longer timeframe before baking for brush applications.  
 

Surface Preparation: 
           All surfaces to be coated must be clean and free from dirt, oils, greases, polishing or 

rubbing compounds, fingerprints, and any other foreign matter. 
 
Primers: 

TT-P-636 or TT-P-659. 
Primers should be air dried 18 hours before applying TT-E-529D Alkyd Enamel.  A coat 
of primer surfacer conforming to TT-P-659 may be used for white or light tints. 
TT-E-529D can be applied to bare metal surfaces (such as metal office furniture) which 
have been prepared in accordance with Type I or III of TT-C-490. 

   

SAFETY & HANDLING INFORMATION 
Please consult current MSDS for Hazardous Ingredient Information, Hazards Identification, 
Emergency First Air Measures, Fire Fighting Measures,   Accidental Release Measures, 
Handling & Storage Conditions, Exposure Controls & Personal Protection,  Physical & 
Chemical Properties, Reactivitty Data,  Toxicological Information,  Ecological Information, 
Waste Disposal Considerations, Transportation Information, and other Regulatory Information. 
 
STORAGE:  Product should be stored in accordance with federal, state and local regulations.  
Recommended storage conditions:  Containers should be tightly sealed, kept indoors in dry 
conditions at ambient temperatures (50-75ºF). 
 
NOTE:  The above information is supplied as a guideline to our customers. The user must be 
aware of the cleaning, pretreatment, primer, application and testing requirements for their spe-
cific job.   
 

PRODUCT LIMITATIONS 
      
     Do not heat while applying, mixing, or storing.  Protect all Spectrum Enamel products from moisture, 
heat, and store inside in ambient conditions.  Temperature and humidity will effect drying times, cure 
rate and color. 
     All recommendations, statements, and technical data contained herein are based upon tests we 
believe to be reliable and correct, but accuracy and completeness of said tests are not guaranteed and 
are not to be construed as a warranty, either expressed or implied.  User shall rely on his/her own 
information and tests to determine suitability of the product for the intended use and assumes all risks 
and liability resulting from his/her use of the product. 


